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AQUAPANEL® Cement Board Indoor (Lighter. Easier. Faster.)         

Skim coat above the tile level in Q4 quality	


	Specification examples 	


                                                                                                              
	Item
	Quantity / ME
	Description of service
	Unit cost
	Total cost
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m²









	
Wall lining with cement-bonded building boards, primed all-over, AQUAPANEL® Q4-finish above the tile level 

Above the tile level all visible joints should be covered with AQUAPANEL® Q4- Finish, Knauf fibreglass joint covering strips are to be pressed into the skim coat, apply another thin layer of AQUAPANEL® Q4- Finish to the cover strips, remove residues.

Cover all screw heads.

When dry, remove irregularities on the surface and screw holes with a hand grinder.

Apply another layer of AQUAPANEL® Q4-Finish in a width of at least 20cm onto the existing layer in the joint area.

Sand off irregularities again when dry.   

All-over skim coat of AQUAPANEL® Q4-Finish above the tile level.

After drying and interim sanding if necessary, apply a further layer of AQUAPANEL® Q4-Finish.

After approx. 24 h drying, the surface can be sanded with sanding 
paper (grain 120). Very smooth surfaces can be achieved, e.g. with an electric orbital sander.


Comment:
     Height Tile level  > Height Area smoothed with AQUAPANEL® Q4-Finish



Perform all work according to manufacturer's instructions.  
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AQUAPANELE® is a technologically advanced building system. Because it's a system, it involves clear step-by-step process from
design idea to project completion. AQUAPANEL® cement board panels, accessories and services work in unison — you can be
certain that your project will all come together as planned.

AQUAPANEL® is a registered trademark.
Knauf Aquapanel GmbH & Co. KG, Zur Helle 11, 58638 Iserlohn, Germany

All technical changes reserved. Only the current printed instructions are valid. Our warranty is expressly limited to our products in flawless condition. The constructional and structural
properties and characteristic building physics of Knauf systems can solely be ensured with the exclusive use of Knauf system components, or other products expressly recommended
by Knauf. All application quantities and delivery amounts are based on empirical data that are not easily transferable to other deviating areas. All rights reserved. All amendments,
reprints and photocopies, including those of excerpts, require the express permission of Knauf Aquapanel GmbH & Co. KG, Zur Helle 11, 58638 Iserlohn, Germany.




